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GENERAL NOTES:
1. This plan reflects only those underground utilities
that were apparent at the time of this location being
HISTORIC / ARCHAEOLOGICAL AREA asbuilt. A detailed review was not undertaken and this
plan should not be construed as represenfing all
underground utilities Tn the ared.
CONSTRUCTION DETAILS
. tats . 2. Any modification to this subject signal should be
A« Use existing handhole proceeded by a thorough identification of all existing
B. Install 6’ x 6’ loop detector encased in flexible tubing (4 Turns). utilities.
C. Use existing cabinet and controller with control aond distribution, wire the new 2—conductor
(No. 14 A.W.G.} aluminum shielded for the sampling loop detectors and the interconnect
cabi? 'I'od'l'Re appropriate controller connectors. The signai shop shall install o telemetry .
panel and harness A
RE VISIONS \ APPROVALS
D. Install 1" liquid tight flexible non-metallic conduit detector sleeve for the installation of / MARYLAND DOT - STATE HIGHWAY ADMINISTRATION
the sampling |loop detectors. ) Off,ce Of Traff’c & Safefy
E. Use existing 3" PVC Schedule 80 electrical conduit for the installation of the sampling REVISION "B | | | | ] T&MLEME TRAFFIC ENGIN mw ESW[WBDN
LEGEND OF UNDERGROUND loop detector cables and the interconnect cable. E‘E< TRAFFIC ENGINEERING DESIGN DIVISION
AND OVERHEAD UTILITIES F. Use existing 4” PVC Schedule BO electrical conduit for the installation of the sampling J l/
AERIAL CABLE A A loop detector cables and interconnect cable. < [ I ] I ASST. GHEF, TRAFFIC NEERING DESIGN DIVISION
ELECTRIC E E G. Install 3” PVC Schedule 80 electrical conduit (trenched) for the instailation of 12-pair _\X 5-10-02 MD 170 (AVIATION BLVD) & MATHISON WAY
TELEPHONE T T voice grade interconnect cable. ® Sam vxioaaigs. CAWPLING & 1/C '\,
GAS G G / G
eever . . STREET EAGI:WF’{C SSLEIES.LTD. EMM f CHJQ}! F1C ENGINEERNG DXGEN DVSON [ no st 5Y:  R. CICCHINI F AP NO. TS ND.
Hy A 6/00
WATER W W Glon Burmio,MD 21061 CHECKED Bv:D. PETERS S.H.A. NO. ANk 35578 SHEET NO
P (4100 350-5500 ICB TO FULL COLORS e " -
CABLE TV TV TV Fax (40) 5906637 W/ SB E/P LT (MAA NO. SCALFE: 1= 20 COUNTY: ANNE ARUNDEL T.I.M.S. NO.
3922n.DGN TASK 2 | DA | ] | l | / DIRECTOR, TRAFFIC & SAFETY DATE: 6/1/98 LCG MILE: _02017007.00 E 451 1 4 OF 2 3
\3009\3970n\ 3022 dan May. i3, 2002 130252 -




